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30504 HPI SUPER LIGHT SYSTEMInstruction

Contents

Function Of Each Part

En

Cautions

Thank you for selecting this HPI product. The HPI SUPER LIGHT SYSTEM is a high-performance light system capable of 
five kinds of operation modes and various light actions in conjunction with an RC radio system. Please read this manual 
carefully before use. 

Leave batteries disconnected from the light system when not in use. 
Never connect a power source or battery over the rated voltage (6.0-7.2V)the light system. This may 
damage the light system or cause burn injury or fire.
Never reverse the polarity or connect a wire to the wrong place. This may damage the light system.

Thank you.

Main Unit Sub Unit Connecting CablePower Connector

Light Sensor

Left Headlight Right Headlight

Left Side Indicator

Left Rear Indicator Right Rear Indicator

Connecting Cable

Receiver 3Ch or BTT

Receiver 2Ch

Steering Servo

Throttle Servo

3Ch

Receiver 1ChBattery

Left Taillight Right Taillight

Muffler

Left Front Indicator

Right Side Indicator

Right Front Indicator

Power Source LightMode Throttle Reverse SwitchSteering Reverse Switch

The headlights and taillights will automatically light up  when it becomes dark.
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2 Mounting of the LED

Mounting of the LED Light Unit on the body side

Light Sensor

Double-sided tape 
(not included)

Do not cover the sensor 
area with aluminum tape.!

Attach the wires to the inside of the body with aluminum tape (not included) without 
showing wires through windows. 

Mount the LED from the inside of the body.
Using light parts will further enhance the scale-feeling.
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